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1 INTRODUCTION

Frank’s Stop and Go is owned by Ali and Margarita Rahim. The site is situated within an
area of commercial development on the northwest corner of west Olive Avenue and Villa
Street in Porterville, Tulare County, California. The subject building is surrounded by
concrete and asphalt pavement used for parking and drive-through access. The site
location is described as assessors parcel number 252-293-031, and approximately 0.14
acres in the south ¥ of the southwest ¥ of the southwest % of section 26, Township 21
South, Range 27 East, Mount Diablo Baseline and Meridian.
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2 SITE ENVIRONMENTAL HISTORY

Records indicate that the three UST’s removed were operated under Tulare County
Division of Environmental Health Services (TCDEHS), permit numbers 5327001,
5327002, and 5327003, issued on July 31, 1996, In 1997 the TCDEHS issued an
Unauthorized Leak Report.

November 20, 1997: Underground Tank Testers performed a leak test on the UST’s at
the site. Test results indicated no detectable leaks.

December 28-29, 1998: The tanks were removed by Franzen-Hill under permit numbers
98-259, 98-260, and 98-261. Soil samples collected by Franzen-Hill during the tank

removal revealed gasoline-impacted soil at sampling locations 5-2 and S-5.

November 23, 1999: CTL drilled preliminary testhole borings B-1 and B-2 to determine
the vertical extent of hydrocarbon contamination in the soil and groundwater. Soil

samples were collected at 5-foot depth intervals starting at 20-feet below ground surface
to a maximum depth of 32-feet below ground surface. Fractional to minor concentrations
of MTBE were detected in the soil samples collected from both borings but no TPH-
gasoline or BTEX constituents were detected. No detectable concentrations of gasoline
analytes or MTBE were reported from the water sample collected at 30-feet from B-1.
The water sample collected from B-2 exhibited significantly elevated concentrations of
gasoline analytes and MTBE.

December 15, 1999: The Phase I Preliminary Site Investigation for Petroleum Fuel

Constituents in Soil and Groundwater was prepared.

October 20, 2000 and January 12, 2001: Monitoring wells MW-1, MW-2, and MW-3
were installed. Results for the investigation were incorporated in CTL’s well completion
report dated May 21, 2001.

Consolidated Testing Laboratories, Inc.
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January 15, 2003: CTL requested the installation of an additional groundwater
monitoring well MW-5 to further define the lateral extent of the plume of contamination.
The TCDEHS approved installation of MW-5.

April 22, 2003: CTL submitted the Well Completion Report, Groundwater Monitoring
Results and Soil Vapor Extraction Pilot Study to the TCDEHS for review.

June 16, 2003: The TCDEHS approved the well completion report and CTL's
recommendations to use an electric catalytic oxidizer presented in a report titled Well

Completion Report, Groundwater Monitoring Results and Soil Vapor Extraction Pilot
Study for the 2" Quarter — 2003 dated April 22, 2003.

November 6, 2003: CTL submitted a Groundwater Monitoring Reporf to the TCDEHS
dated October 23, 2003.

April 7, 2004: CTL submitted the Fowrth Quarter 2003 Groundwater Monitoring
Report to the TCDEHS dated March 5, 2004.

July 25, 2004: CTL submitted the Second Quarter 2004 Groundwater Monitoring
Report to the TCDEHS dated July 23, 2004.

August 11, 2004: TCDEHS concurred with CTL’s recommendations to install
monitoring well MW-6.

December 8, 2004: CTL installed monitoring well MW-6 near the southwest corner of

the convenience store building in the sidewalk.

Januvary 17, 2005: CTL submitted the Fourth Quarter 2004 Groundwater Monitoring
Report to the TCDEHS dated Jammary 17, 2005.

February 1, 2005: TCDEHS reviewed and concurred with the January 17, 2005
quarterly report. Advise the county concerning progress of the thermal/catalytic oxidizer

installation. Continue quarterly groundwater monitoring.

Consolidated Testing Laboratories, Inc.
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May 27, 2005: In correspondence from CTL to the TCDEHS, notification was made that
the Soil Vapor Exiraction (SVE) system was planned to be changed to a Granular
Activated Carbon Adsorption (GAC) method. The remediation site was reconstructed
during June and July of 2005 allowing for the operation of the GAC system.

July 19, 2005: The San Joaquin Valley Air Pollution Control District issued a
modification to the existing Authority to Construct allowing the change in the SVE
system to GAC.

Consolidated Testing Laboratories, Inc.
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3 ENVIRONMENTAL SETTING

3.1 Geography and Geology

The City of Porterville is located near the southeastern boundary of the Great Valley
Geomorphic Province immediately adjacent to the Sierra Nevada Mountain Range. The
Great Valley is a geosyncline filled with downwarped sediments tens of thousands of feet
deep. The northwest trending Great Valley extends from the San Emigdio Mountains
south of Bakersfield to Redding in the north. To the east, the valley is bound by the Sierra
Nevada Mountains and to the west by the Coast Ranges. The Great Valley is

approximately 90-miles across at its widest point.

The City of Porterville is situated approximately four-miles west of the Sierra Nevada
Mountain Range along the alluvial plain of the Great Valley. Frank’s Stop and Go
property is situated on an elevated portion of the outwash alluvial fan where the Tule
River exits the Sierra Nevada foothills. The elevation at the property is approximately
445-feet above mean sea level; the topography is gently sloping to relatively flat. The
surficial materials underlying the asphalt and concrete cover consist of alluvial deposits
of moderately consolidated sand, gravel, and occasional horizons of silt and clay.

3.2 Regional and Local Groundwater Conditions

Groundwater occurs under both confined and unconfined conditions in the San Joaguin
Valley. The degree of confinement varies widely because of the heterogeneity of the
continental deposits. The body of fresh groundwater in the San Joaquin Valley is
principally contained in unconsolidated continental deposits. These deposits are of
Pliocene to Holocene Age (7-million to 11-thousand years before present time) and
extend to depths ranging from less than 100 feet to more than 3500 feet. Along the
eastern boundary of the valley at shallow depths, the base of fresh groundwater occurs in
more consolidated marine and continental sedimentary rocks of Tertiary Age (1.8 to 65-

million years before present time).

Consolidated Testing Laboratories, Inc.
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4 SCOPE OF WORK

The activities associated with the second quarter 2005 groundwater monitoring program
at the site consisted of: 1) Conducting groundwater level measurements from site
monitoring wells (Figure 2); 2) Collecting and analyzing groundwater samples from the
site monitoring wells; 3) Evaluating analytical laboratory data; and 4) Preparing this
groundwater monitoring report. Sampling for the second quarter 2005 monitoring event
was conducted on May 31, 2005.

4.1 Soundings

The depth to groundwater level in monitoring wells MW-1, MW-2, MW-3, MW-4, MW-
5, and MW-6 was measured from the top of wellhead casing. The average depth was
29.84 feet (Table 1). The level rose by 4.27 feet since the February 21, 2005 monitoring

cvent.

4.2 Groundwater Occurrence

The occurrence of groundwater beneath the site was assessed from water level
measurements of site groundwater monitoring wells obtained on May 31, 2005, prior to
purging or sampling any of these wells (Appendix A). Water level measurements were
obtained with the use of a Solinst™ interface meter, which is an electronic water level meter
that is accurate to the nearest 0.01 of a foot, and is also capable of providing accurate
floating petroleum hydrocarbon product level and thickness measurements. Groundwater
level measurement data were used to evaluate the occurrence of groundwater beneath the
site; and to determine the hydraulic gradient, seepage velocity and apparent groundwater
flow direction beneath the site. The average elevation of groundwater beneath the site

during the second quarter sampling event was 414.89 feet above mean sea level.

4.3 Groundwater Sampling

All site monitoring wells were sampled for constituents of concern. Prior to sampling,
the monitoring wells were purged of at least three well casing volumes of water before
collection of groundwater samples. Monitoring wells were purged with a Proactive Low

Consolidated Testing Laboratories, Inc.
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Flow Monsoon® water pump until field parameters consisting of pH, electrical
conductivity (EC), temperature, and turbidity had stabilized. The purging pump was
cleaned with Tri-sodium phosphate between each well purging. Field notes for purging
and sampling of site monitoring wells are presented in Appendix A.

Casing volumes for the monitoring wells were calculated based on the well diameter, well
sounding depth, and groundwater level measurements obtained before purging. After
purging, the monitoring wells were sampled with the use of a dedicated Teflon bailer
attached to a new nylon string. The bailer was triple-rinsed with tri-sodium phosphate

between each sampling event.

The collected samples were placed directly into appropriate sample bottles that were
provided by the analytical laboratory. All sample bottles were labeled with the project
ID, well number, date, time, and technician’s name, and placed in an ice chest cooled
with frozen gel packs to maintain the samples at a temperature of approximately 4° C.
Following collection, the samples were delivered under chain-of-custody procedures to
Castle Analytical Laboratory, which is accredited by the ELAP accreditation program of
the California Department of Toxic Substances Control (DTSC).

4.4 Laboratory Analyses

Groundwater samples were transported to Castle Analytical Laboratory and were
analyzed for total petroleum hydrocarbons as gasoline (TPH-G) by U.S. Environmental
Protection Agency (U. S. EPA) Method 8015B after preparing the samples by U. S. EPA
Method 5030: benzene, toluene, ethylbenzene, xylenes (BTEX) and methyl tert-butyl
ether (MTBE) by U, S. EPA Method 8020 after preparing the samples by U. S. EPA
Method 5030 (Appendix A). If MTBE was detected by U. S. EPA Method 8020, its
presence in a sample was confirmed with the use of U. S. EPA Method 8260 (Appendix
A).

4.5 Field and Laboratory Quality Control

Analysis of a travel blank and laboratory method blanks, and laboratory spikes were
conducted as part of a quality control (QC) program designed to monitor the accuracy and

Consolidated Testing Laboratories, Inc.
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precision of the sample handling and laboratory procedures. The travel blank and
laboratory QC results were evaluated to assess the acceptability of analytical data, and are
included with the certified analytical reports in Appendix A.

Consolidated Testing Laboratories, Inc.
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5 FINDINGS

This section of the report presents the findings of the groundwater sampling activities
conducted at the site during the current reporting period.

5.1 Groundwater Occurrence

Depth to groundwater level measurements obtained on May 31, 2005 from site
monitoring wells was converted to groundwater elevations with respect to mean sea level
as shown on Table 1. The lowest and highest groundwater elevation was measured in
monitoring wells MW-5 and MW-1 at 414.35 feet and 415.13 feet, respectively. While
field measurements indicate the elevation of MW-6 to be at 416.09, this reading is
inconsistent with the historical readings and the relationship of other readings on site.
The measurement was believed to have been misread by an inexperienced technician who
was in training. The data derived from the MW-6 measurement was not included in the
groundwater flow direction and gradient calculations. Groundwater elevation data from
site monitoring wells were used to construct a groundwater level contour map to assess
the groundwater flow direction and gradient during the current reporting period (Figure
3). Evaluation of the groundwater contour map indicates that on May 31, 2005,
groundwater beneath the site was flowing approximately North 88° West with an average
hydraulic gradient of approximately 0.007-feet/foot.

The groundwater flow velocity was calculated using Darcy’s Law:
v=Ki/n.

Where:

v = groundwater velocity
K = hydraulic conductivity
i = hydraulic gradient

ne = effective porosity

Using an estimated hydraulic conductivity value of 1 x 107 centimeters per second
(em/sec) for the type of water bearing formations found at the site which consist of

Consolidated Testing Laboratories, Inc.
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interbedded layers of silt, sandy silt, and very fine to medium grained silty sand (Fetter,
1980)'; a hydraulic gradient of 0.007-feet/feet obtained from Figure 3, and an effective
porosity of 0.15, as suggested by the U. S. EPA for silty material (U. 8. EPA, 1986Y; a
groundwater flow velocity of approximately 4.81-ft/yr was calculated for groundwater
flowing beneath the site. The relatively slow natural movement of groundwater beneath
the site is due to the hydraulic characteristics of subsurface materials and the very flat

groundwater gradient observed at the site.

Depth to groundwater data obtained from the site has also been used to prepare a
composite hydrograph (Figure 5). The hydrograph indicates an overall groundwater
elevation increase in all monitoring wells since the January 16, 2001 sampling event.

5.2 Groundwater Analytical Results

The samples collected from the six groundwater monitoring wells were analyzed for the
constituents of concern as outlined in subsection 4.4 of this report. No detectable levels

of the constituents were found in any of the samples.

5.3 Field and Laboratory Quality Control (QC) Results

Results of the laboratory quality control evaluation indicate that:
All analyses and extractions took place within holding time requirements.

¢ Surrogate sample recoveries were within acceptable limits.

Fetter, C.W. Ir. 1980. Applied Hydrogeology, Charles E. Merrill Publishing Co.
z U. S. EPA. 1986. Crileria For Identifying Areas of Vulnerable Hydrogeology Under RCRA, Guidanee Manual for
Harardous Waste Land Treatment, Storage and Disposal Facilities.

Consolidated Testing Laboratories, Inc.
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6 CONCLUSIONS

MTBE, TPH-g, and BTEX were not detected in water samples from any of the
monitoring wells for the May 31, 2005 sampling event. The average groundwater
elevation has risen since measurements began in site monitoring wells, including a rise of
nearly three and a half feet during the last quarter. The average groundwater elevation is
approximately .86 feet above that measured when groundwater monitoring activities
began in January 2001, The last detected readings of hydrocarbon contaminants in the
site monitoring well samples were recorded during the second quarter of 2004.

Consolidated Testing Laboratories, Inc.
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7 RECOMMENDATIONS

Based on the analytical results of four consecutive quarters of non-detect readings for
hydrocarbon constituents, CTL recommends that groundwater sampling in all monitoring
wells continue on a quarterly basis for the next monitoring event and semi-annually
thereafler. Groundwater monitoring should continue during the operation of the Granular
Activated Carbon Adsorption soil vapor extraction system. If all monitoring well
samples continue to result in non-detect results, and the soil vapor extraction system

results in successful soil contamination mitigation, site closure will be requested.

Consolidated Testing Laboratories, Inc.
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LIMITATIONS

The services described in this report were performed consistent with generally accepted
professional consulting principles and practices. No other watranty, express or implied,
is made. These services were performed consistent with our agreement with our client.
This report is solely for the use and information of our client unless otherwise noted. Any
reliance on this report by a fourth party is at such party's sole risk.

Opinions and recommendations contained in this report apply to conditions existing when
services were performed and are intended only for the client, purposes, locations, time
frames, and project parameters indicated. We are not responsible for the impacts of any
changes in environmental standards, practices, or regulations subsequent to performance
of services. We do not warrant the accuracy of information supplied by others, or the use
of segregated portions of this report.

The purpose of a geologic/hydrogeologic study is to reasonably characterize existing site
conditions based on the geology/hydrogeology of the area. In performing such a study, it
is understood that a balance must be struck between a reasonable inquiry into the site
conditions and an exhaustive analysis of each conceivable environmental characteristic.
The following paragraphs discuss the assumptions and parameters under which such an
opinion is rendered.

No investigation is thorough enough to describe all geologic/ hydrogeologic conditions of
interest at a given site, If conditions have not been identified during the study, such a
finding should not therefore be construed as a guarantee of the absence of such conditions
at the site, but rather as the result of the services performed within the scope, limitations,
and cost of the work performed.

We are unable to report on or accurately predict events that may change the site
conditions after the described services are performed, whether occurring naturally or
caused by external forces. We assume no responsibility for conditions we were not
authorized to evaluate, or conditions not generally recognized as predictable when
services were performed.

Geologic/hydrogeologic conditions may exist at the site that cannot be identified solely by
visual observation. Where subsurface exploratory work was performed, our professional
opinions are based in part on interpretation of data from discrete sampling locations that
may not represent actual conditions at unsampled locations.
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TABLE 1
MONITORING WELL SOUNDING DATA

Frank’s Stop and Go
610 West Olive Avenue
Porterville, California 93257

Well Cate Depth to Relative Relative Flow Direction @
Number  Sounded Water Casing-Top Water Table Gradient (ft/ft)
(Feet)  Elevation (Ft  (FtAMSL)

AMSL)

MW-1__ 1/16/2001 _ 30.39 244 63 41424 N77°W @ 0.0065
MW-1  2/6/2003  31.98 44483 412.65 N77°W@0.007
MW-1  9/9/2003 3325 444 63 411.38 S74°W@0.013
MW-1  1/6/2004  31.92 444 63 412.71 N87°W@0.036
MW-1  4/19/2004  32.87 444,63 411.76 S75°W@0.014
MW-1  7/28/2004  33.85 44463 410.78 S76°W@0.012
MW-1  11/17/2004  34.90 44463 409.73 S69°W@0.012
MW-1  2/21/2005  33.85 444 63 410.78 NG9W@0.007
MW-1  5/31/2005  29.50 444.63 415.13 NB88W@0.007
MW-2  1/18/2001  30.89 445.00 41411  N77°W @ 0.0065
MW-2  2/8/2003  32.47 44500 412.53 N77°W@0.007
MW-2  9/9/2003 3374 445.00 411.26 S74°W@0.013
MW-2  1/6/2004  32.43 445.00 412.57 NS7°W@0.036
MW-2  4/19/2004  33.36 445.00 411.64 S75°W@0.014
MW-2  7/28/2004  34.35 445.00 410.65 S76°W@0.012
MW-2  11/17/2004  35.37 445.00 409.63 S69°W@0.012
MW-2  2/21/2005  34.35 445.00 410.65 NBSW@0.007
MW-2  5/31/2005  30.02 445.00 414.98 N88°W@0.007
MW-3  1/16/2001  30.31 444 65 41434  N77°W @ 0.0065
MW-3  2/6/2003  31.90 444 65 412.75 N77°W@0.007
MW-3  9/9/2003  33.16 444 65 411.49 S74°W@0.013
MW-3  1/6/2004  31.85 444 65 412.80 NS7°W@0.036
MW-3  4/19/2004  32.78 444 65 411.87 S75°W@0.014
MW-3  7/28/2004  33.75 444 65 410.90 S76°W@0.012
MW-3  11/17/2004  34.83 444 65 409.82 SB9°W@0.012
MW-3  2/21/2005  33.82 444,65 410.83 NBIW@0.007
MW-3  5/31/2006  29.70 444 65 414.95 NB88°W@0.007
MW-4  2/6/2003  32.34 444.99 412,65 N77°W@0.007
MW-4  9/9/2003  33.60 444.99 411.39 S74°W@0.013
MW-4  1/6/2004  32.31 444.99 412.68 N87°W@0.036
MW-4  4/19/2004 3325 444.99 411.74 S75°W@0.014
MW-4  7/28/2004 3422 444.99 410.77 S76°W@0.012
MW-4  11/17/2004  35.20 444.99 409.79 S69°W@0.012
MW-4  2/21/2005  34.20 444.99 410.79 NE9"W@0.007

MW-4  5/31/2005 29.95 444 .99 415.04 NB8°W@0.007



TABLE 1
MONITORING WELL SOUNDING DATA

Frank’s Stop and Go
£10 West Olive Avenue
Portervitle, California 93257

Well Date Depth to Relative Relative Ftow Direction @
Number  Sounded Water Casing-Top Water Table Gradient (ft/ft)
{Feetf) Elevation (Ft  (Ft AMSL)

AMSL)
MW-5 2/6/2003 32.32 444.40 412.08 N77°W@&0.007
MW-5 9/9/2003 33.88 444 40 410.52 S74°W@0.013
MW-5 1/6/2004 33.55 444 40 410.85 N&7°W@0.036
MW-5  4/19/2004 33.50 444 .40 410.90 S75°W@0.014
MW-5 7/28/2004 3450 444 .40 409.90 S76°WE@0.012
MW-5  11/17/2004  35.50 444 40 408.90 Se9°W@0.012
MW-5  2/21/2005 34.45 444 40 409.95 NB9*W@0.007
MW-5  5/31/2005 30.05 444 .40 414,35 N88°W@0.007
Mw-6  2/21/2005 33.72 44429 410.57 NB69°W@0.007
MW-6 5/31/20086 28.20 44429 416.09 N88*W@0.007

MW-1 was drilled and completed on October 20, 2000.

MW-2 and MW-3 were drifled and completed on January 12, 2001.
MW-4 was drilled and completed on January 21, 2003.

MW-5 was drilled and completed on January 22, 2003.

MW-6 was drilled and completed on December 8, 2004.



TABLE 2
GROUNDWATER SAMPLE
ANALYTICAL RESULTS

Frank’s Stop and Go
610 West Olive Avenue
Porterville, California 93257

Well Sampling  TPH-g MTBE Benzene Toluene Ethylbenzene Xylenes
Number Date EPA 5030 EPA 8020 EPA 8020 EPA 8020 EPA 8020 ug/l. EPA 8020

1o/l 1/l ug/l ug/L nafl
PCL50.0 PCLOS5 PCLO.5 PCLOS PCLOS PCL 0.5
MW-1 1/16/2001 19000.0 ND ND ND 300.0 870.0
MW-1 2/6/2003 79.0 ND ND ND 1.2 28
MW-1 9/9/2003 410.0 ND ND ND 2.2 99
MW-1 1/6/2004 ND ND ND ND ND ND
MW-1 4/19/2004 ND ND ND 1.3 06 38
MW-1 71282004 ND ND ND ND ND ND
MW-1  11/17/2004 ND ND ND ND ND ND
MW-1 212172005 ND ND ND ND ND ND
MW-1 513112005 ND ND ND ND ND ND
MwW-2 1/16/2001 ND ND ND 3.3 ND 2.9
MW-2 21812003 ND ND ND ND ND ND
MW-2 8/9/2003 ND ND ND ND ND ND
MW-2 1/6/2004 ND ND ND ND ND 0.8
MW-2 4/19/2004 ND ND ND 0.9 ND 3.0
MW-2 7128/2004 ND ND ND ND ND ND
Mw-2  11/17/2004 ND ND ND ND ND ND
MW.-2 272112005 ND ND ND ND ND ND
MW.-2 513172005 ND ND ND ND ND ND
MW-3 11672001 ND ND ND ND ND ND
MW-3 21612003 ND ND ND ND ND ND
MW-3 9/9/2003 ND ND ND ND ND ND
MW-3 11672004 ND ND ND ND ND ND
MW-3 4/19/2004 ND ND ND 17 0.8 4.7
MW-3 712812004 ND ND ND ND ND ND
MW-3  11/17/2004 ND ND ND ND ND ND
MW-3 2/21/2005 ND ND ND ND ND ND
MW-3 513112005 ND ND ND ND ND ND
MW-4 21412003 ND ND ND ND ND ND
MW-4 8/9/2003 ND ND ND ND ND ND
MW-4 1/6/2004 ND ND ND ND ND ND
MW-4 4/19/2004 ND ND ND 0.7 ND 26
MW-4 712812004 ND ND ND ND ND ND
MW-4  11/17/2004 ND ND ND ND ND ND
MW-4 212112005 ND ND ND ND ND ND

MW-4  5/31/2005 ND ND ND ND ND ND



TABLE 2
GROUNDWATER SAMPLE
ANALYTICAL RESULTS

Frank’s Stop and Go
610 West Olive Avenue
Porterviile, California 93257

Well Sampling  TPH-g MTBE Benzene Toluene Ethylbenzene Xylenes
Number Date EPA 5030 EPA 8020 EPA 8020 EPA 8020 EPA 8020 ng/L EPA 8020

ng/l ug/l ug/i g/l ug/l
PCLA500 PCLOS PCL0OS PCLOS PCL 0.5 PCL 0.5

MW.5 2/412003 ND ND ND ND ND ND
MW-5 9/9/2003 ND ND ND ND ND ND
MW-5 1/6/2004 ND ND ND ND ND ND
MW-5 47192004 ND ND ND 08 ND 29
MW-5 7/28/2004 ND ND ND ND ND ND
MW-5  11/17/2004 ND ND ND ND ND ND
MW-5 212112005 ND ND ND ND ND ND
MW-5 513112005 ND ND ND ND ND ND
MW-6 212112005 ND ND ND ND ND ND
MW.-6 5/31/2005 ND ND ND ND ND ND

ND Not detected or below the Practical Quantification Limit (PCL) listed for each constituent.
MCLs for EPA 8020 in pg/L: benzene=1; toluene=150; ethylbenzene=700; total xylenes=1750.
CAL-EPA February 1991 interim action level for MTBE: 35 pg/L.



Table 3
Construction Details of Active Monitoring Welis
Franks Stop and Go
610 West Olive Avenue
Porterville, California 93257

Topof | Screened
well Casing Interval {Well Depth

Construction |Casing Dia.} Elev. (ft., (ft., (fr., Survey Survey

Well Date (inches) | TBM)' | BTOC)Y | BTOC)" | Northings | Bastings
MW-1 10/20/2000 2 444.63 25-40 40.00 NI NI
MW-2 1/12/2001 2 445.00 18-38 38.00 NI NI
MW-3 1/12/2001 2 444,65 18-38 38.00 NI NI
MW-4 1/21/2003 2 444,99 15-40 40.00 NI NI
MW-5 1/22/2003 2 444.40 15-40 40.00 NI NI
MW-6 12/8/2004 2 44429 26-46 46.00 NI NI

! ft., TBM = Elevation in feet measured realtive to a mean sea level
¥ fi., BTOC = Feet below top of casing
¥ NI = No information readily available




APPENDIX A
FIELD SAMPLING DATA SHEETS
CHAIN-OF-CUSTODY RECORD
CERTIFIED ANALYTICAL REPORTS



PROJECT: Frank’s Stop and Go
610 West Olive Avenue
Porterville, California

File No. 4451-99
Date: 5/31/05

GROUNDWATER WELL MEASUREMENTS

DEPTH TO WATER
DATE TIME WELL NO. BELOW TOP OF CASING
5/31/05 1:00 p.m. MW-1 29.50
5/31/05 1:00 p.m. MW-2 30.02
5/31/05 1:30 p.m. MW-3 29.70
5/31/05 1:45 p.m. MW-4 29.95
5/31/05 2:00 p.m. MW-5 30.05
5/31/05 2:15 p.m. MW-6 28.20
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CASTLE ANALYTICAL LABORATORY

Environmental Testmg Services 2333 Shuttle Drive, Atwater, CA 95301 Phone: (209) 364-2930

Certificate #2480 Fax: (209) 384-1507
Consalidated Testing Laboratories, Inc Client Project ID: 4451-98 Sampled: See Below
603 E. Worth Ave. Client Project Name: Frank's Stop and Go Received: 06-02-05
Porterville, CA 83257 Reference Number: 8169 Extracted: 06-07-05
Attn: David Harris Sample Description: Water Analyzed: 06-07-05

Sample Prep/Analysis Method: EPA 5030/8015, 8020
Lab Mumbers: 8169-1W, 2W, 3W, 4W, 5W

Reported: 06-09-05

TOTAL PETROLEUM HYDROCARBONS - GASOLINE
WITH BTEX DISTINCTION

ANALYTE REPORTING LIMIT SAMPLE ID SAMPLE ID SAMPLE ID SAMPLE ID SAMPLE ID
MW-1 MW-2 MW-3 MWV-4 MW-5
g/l (Wg/L) (bgL) (ug/L) (hg/L) (bgi)
MTBE 0.50 ND ND ND ND ND
BENZENE 0.50 ND ND ND ND ND
TOLUENE 0.50 ND ND ND ND ND
ETHYLBENZENE 0.50 ND ND ND ND ND
TOTAL XYLENES ¢.50 ND ND ND ND ND
GASOLINE RANGE
HYDROCARBONS 50 ND ND ND ND ND
Report Limit Multiplication Factor: 1 1 1 1 1
Date Sampled: 05-31-05 05-31-05 05-31-05 06-01-05 06-01-05
Surrogate % Recovery: Filk 98.4%( PID: 98.9%  FID:96.6%/PID:97.8%  FiD:96.7%/PiD: 87.8%  FIDI984% / PID:99.4%  FiD: 102% /Pl 103%
[nstrument iD: VAR-GCA VAR-GCA1 VAR-GC1 VAR-GC1 VAR-GC1

Analytes reported as ND were not detected or below the Practical Quantitation Limit
Practical Quantitation Limit = Reporting Limit x Report Limit Multiplication Factor

APPROVED BY:

r'!‘
Y \ ! [ “,-’:"F
5//[,& g _,f; Piava APPROVED BY: _~. (.//i e
Clari J. Cone / Jamies C. Phillips

L aboratory Manager / Laboratory Director

/




CASTLE ANALYTICAL LABORATORY

Environmental Testing Services 2333 Shuttie Drive, Atwater, CA 95301
Certificate #2480

Phone. (200} 384-2930
Fax: (209) 384-1507

Consolidated Testing Laboratories, Inc Client Project ID: 4451-99

603 E. Worth Ave. Client Project Name: Frank's Stap and Go
Portervilie, CA 93257 Reference Number: 816&

Attn: David Harris Sample Description: Water

Sample Prep/Analysis Method: EPA 5030/801%5, 8020
Lab Numbers: 8169-6WY

Sampled: 06-01-05
Received: 06-01-05
Extracted; 06-07-05
Analyzed: 06-07-05
Reported: 06-09-05

TOTAL PETROLEUM HYDROCARBONS - GASOLINE
WITH BTEX DISTINCTION

ANALYTE REPORTING LIMIT SAMPLE ID

MW-6

pg/b (ug/L)
MTBE 0.50 ND
BENZENE 0.50 ND
TOLUENE 0.50 ND
ETHYLBENZENE 0.50 ND
TOTAL XYLENES 0.50 ND

GASOLINE RANGE

HYDROCARBONS 50 ND
Report Limit Multiplication Factor: 1
Surrogate % Recovery: FID: 96.8% / PID: 98.0%
instrument ID: VAR-GCH1

Analytes reported as ND were not detected or beiow the Practical Quantitation Limit
Practical Quantitation Limit = Reporting Limit x Report Limit Multiplication Factor

APPROVED BY:

/
APPROVED BY: <\ z"VA_//

Clari J. Cone ] Jam . Phillips
Laboratory Manager / L gHoratory Director




CASTLE ANALYTICAL LABORATORY

Environmental Testing Services

Certificate # 2480

2333 Shuttle Drive, Atwater, CA 95301

Phone: (209) 384-2930
Fax: (209) 384-1507

Consolidated Testing Laboratories, Inc

603 E. Worth Ave.
Portervilie, CA 93257
Attn: David Harris

Client Project [[); 4451-69
Client Project Name: Frank's Stop and Go
Reference Number: 8169

Sample Description: Water

Analyst: Jim Phillips

Method: EPA 5030/8015M,8020
Instrument 1D; Var-GC1

Extracted: 06-07-05
Analyzed: 06-07-05
Reported: 066-09-05

QUALITY CONTROL DATA REPORT

ANALYTE Gasoline MTBE Benzene Toluene Ethyl Benzene Total Xylenes
Spike Concentration: 110 2.6 1.34 7.58 1.82 8.88
Units: ug/L ug/t ugiL ugiL ug/L ug/L
LCS Batich #: VW-8075 VYW-B8075 VIN-6075 \VW-6075 VW-6075 VW-6075
LCS % Recovery: 140% 130% 115% 110% 117% 112%
Surrogate Recovery: 106% 101% 101% 101% 101% 101%
Control Limits: 70-130 % 70-130 % 70-130 % 70-13C % 70-130 % 70-130 %
MS/MSD Baich #: VW-6075 VW-6075 VW-8075 VW-6075 VIW-6075 VW-B075
Spike Concentration: 110 218 134 7.58 1.82 8.88
MS % Recovery: 104% 87.7% 98.6% 98.2% 101% 99.8%
Surrogate Recovery: 101% 99.4% 99.4% 99.4% 99.4% 99.4%
MSD % Recovery: 113% 69.3% 101% 98.7% 101% 100%
Surrogate Recovery: 101% 98.7% 98.7% 98.7% 98.7% 98.7%
Relative % Difference; 8.00% 23.4% 2.62% 0.550% 0.861% 0.176%
Method Blank : ND ND ND ND ND ND
Surrogate Recovery: 95.9% 95.7% 95.7% 958.7% 85.7% 95.7%

The LCS (Laboratory Check Sample) is a control sample of known, interferent free matrix that is fortified with representative analytes and
analyzed using the same reagents, preparation and analytical methods employed for the samples. The LCS % recovery is used for validation
of sample batch results. Due to matrix effects, the QC limits and recoveries for MS/MSD's are advisory only and are not used to accept or

reject batch results.

:E e
ANALYST: (\F/{ A} /[;U -

Jfr .
,“‘)/\«L APPROVED BY: ™ ./ / A

Jar?és CPHillips

/I_?bora tory Director

Clari™f, Cone

Laboratory Manager




